Klaro GmbH

Spitzwegstralie 63, 95447 Bayreuth, Germany

EN 12566-3 Annex B
Results corresponding to EN 12566-3 and S.R. 66

PIA-SR66-1603-1032, shared itt

Small wastewater treatment system KLARO Easy (initial type test)
Sequential batch reactor in Molloy concrete tanks

|

TREATMENT PERFORMANCE RESULTS

Priifinstitut fir
Abwassertechnik
GmbH

Nominal organic daily load 0.30 kg/d
Nominal hydraulic daily load 1.20 m3/d
Treatment efficiency (nominal sequences)
COD
BODs
NH4-N
S8

Number of desludging
Electrical consumption

Not more than once
1.50 kWh/d

Efficiency Effluent
92.3% 48 mg/l
97.5% 6 mg/l
75.8 % 8.3 mg/l
96.7 % 7 mg/l

Performance tested by:

PIA — Priifinstitut fiir Abwassertechnik GmbH

(PIA GmbH)
Hergenrather Weg 30
52074 Aachen, Germany

This document replaces neither the declaration
of performance nor the CE marking.
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TREATMENT PERFORMANCE RESULTS

Molloy Precast Products Ltd.
Coleraine, Clara Road, Tullamore, Co. Offaly, Ireland

EN 12566-3, Annex A, C
Results corresponding to EN 12566-3 and S.R. 66

PIA-SR66-1603-1032, shared itt

Molloy Precast Tanks
Concrete Tanks for SBR process in combination with
KLARO Easy treatment kit

Prifinstitut flr
Abwassertechnik
GmbH

Material

Watertightness

Structural behaviour (vertical load test)

Durability

Concrete

Pass

Pass (also wet conditions)

Pass

Performance tested by:

PIA - Priifinstitut fiir Abwassertechnik GmbH

(PIA GmbH)
Hergenrather Weg 30
52074 Aachen, Germany

This document replaces neither the declaration
of performance nor the CE marking.

Notified Body
No.: 1739

Certified according to
IS0 8001:2008

(( DAKKS

Deutsche
Akkreditierungsstelle
D-PL-17712-01-00

Elmar Lancé July 2016
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KLARO Easy range shared ITT and its referring test reports:

Prifinstitut fur
Awassarteehnk
GmbH

Population | Drawing of model of Watertightness | Treatment Structural Durability
equation | the range (EN 12566-3 Efficiency Behaviour
(PE) Annex A) (EN 12566-3 | (EN 12566-3
Annex B) Annex C)
Initial Not relevant Not relevant Pass Not relevant | Not
Type Test relevant
(ITT) PIA2007-
020.e
8
Compared = Pass Pass Pass Pass
Tank
PIA2012- Shared ITT For wet PIA2016-
8 WD/NC-1205- | conformity ground DH-
1035 check conditions 1603-
according to | also, 1032.01
S.R.66:2015 [ 1.10m
installation
depth from
o r— 2 inlet invert
10 — e Pass Pass Pass Pass
PIA2012- Range PIA2012-ST- | PIA2015-
WD/NC-1205- | conformity BT-1205- DH-
1035 accordingto | 1032 1603-
S.R. 66:2015 | For wet 1032.01
ground
conditions
also,
1.10m
installation
depth from
inlet invert
20 Pass Pass Pass Pass
PIA2012- Range For wet PIA2015-
WD/NC-1205- | conformity ground DH-
1035 according to | conditions 1603-
S.R. 66:2015 | also, 1032.01
1.10m
installation
depth from
= inlet invert
PIA-SR66-1603-1032 Page 3 of 9



Population | Drawing of model of Watertightness | Treatment Structural Durability
equation the range (EN 12566-3 Efficiency Behaviour
{PE} Annex A) (EN 12566-3 | (EN 12566-3
Annex B) Annex C)
40 l_ M Pass Pass Pass Pass
AN PIA2012- Range For wet PIA2015-
[/ WD/NC-1205- | conformity ground DH-
i g 1035 according to | conditions 1603-
i: = S.R. 66:2015 | also, 1032.01
! 1.10 m
LY installation
[ 77 depth from
| inlet invert
50 Pass Pass Pass Pass
PIA2012- Range For wet PIA2015-
WD/NC-1205- | conformity ground DH-
1035 according to | conditions 1603-
S.R. 66:2015 | also, 1032.01
1.10m
installation
depth from
inlet invert
PIA-SR66-1603-1032 Page 4 of 9
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2180

Klaro GmbH

Spitzwegsirasss 63, 95447 Bayreuth
Tel. (0821)16273-0 Fax. (0521)16372-100
www KKlaro.eu

Klaro Easy

Klaro in Molloy S 6,200 lit

Anlage

for P1& GmbH

SR 66

Prifnstitul fur
Abwassatechnk
BmbH

PIA-SR66-1603-1032
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!—- 2200

Klaro GmbH
Spitzwegstrasss 63, 95447 Bayreuth
Tel. (0921)16279-0 Fax, [(GQ1)16279.100
www KKlaro.eu

Klaro Easy

Klaro in Malloy 5+ 7,000 lit

Anlage

for PIA GmbH

SR 66

PIA-SR66-1603-1032
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Klaro Easy —

KLARO|

Klaro In Molloy Environmental for PIA GrmhH

Klaro GmbH Systems 20PE Sewage
Treatment System 25+ (14,000 .
Splrzwegsimsse €3, 95441 Bayreuth lltres) SRE6
Tol, (N921) 165279-D Fayx, (0521) 16275100
www.klaro.eu wyw,molloypracast,com
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Klaro GmbH m Klaro In Molloy Environmenta| Systems Anlage

Spkavmnsizman B3 95447 Buyreath
Tel {0321} 162750 Fax. (08211 18278-100
waw klaro_eu

Klaro XXL 40PE

40PE Sewsage Treaiment Syslem 4514
128.000 litas)

wunw.melloyprecastoom

for Pla SmbH

SRS




2570mm

Klaro GmbH

Splrewegslrasse 63, 95447 Sayreulh
Tel, {0921} 162750 Fax, (0821) 15278=100

www . klaro.eu

Klaro XXL 50PE

Klaro In Melloy Environmental
Systems 50PE Sewage
Trealmenl System 58+ (36,000
ltres)

wiww.mollayprecast.com

Anlage

for FlA GmbH

SRG6
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