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PERFORMANCE RESULTS

Molloy Precast Products Ltd.
Coleraine, Clara Road, Tullamore, Co Offaly, Ireland

EN 12566-1
Part 1: Prefabricated septic tanks
Results corresponding to EN 12566-1 and S.R.66

PIA-SR66-1603-1031

Aswasep

Material Concrete

Crushing resistance (vertical load test) Pass (for wet ground conditions also)
Watertightness Pass

Nominal capacity 4m3 5m?

Hydraulic efficiency 99.84 % (without filter)

Durability Pass

Performance tested by:

PIA — Priifinstitut fiir Abwassertechnik GmbH

(PIA GmbH)
Hergenrather Weg 30
52074 Aachen, Germany
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Aswasep Septic Tank range and its referring test reports:
Nominal Drawing of the model | Watertightness | Hydraulic Structural Durability
capacity of the range and Nominal Efficiency Behaviour
Usable Capacity (EN 12566-1 | (EN 12566-1
capacity (EN 12566-1 Annex B) Annex D)
Annex A)
Population
equivalent
(PE)
4 Pass Pass Pass Pass
4,757 | PIA2012- PIA2012- For wet PIA2012-
WD/NC-1205- | HWG-1205- | ground ST-BT-
18 PE 1035 1035 conditions 1205-
also, 1032
installation
depth 1.10
m from inlet
invert
5 Pass Pass Pass Pass
5,838 | PIA2012- Range PIA2012- PIA2012-
WD/NC-1205- | conformity ST-BT- ST-BT-
25 PE 1035 according to | 1205-1032 1205-
S.R. 66:2015 1032
For wet
ground
conditions
also,
installation
depth 1.10
m from inlet
invert
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ANULET QpeULY Ly spey
prior to ordering. Allt
customer.

Optional risers .
are available as P Optional Stecl

required. manhol.e covers
are available
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Tank Top Plan
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Outlet

Optional risers
arc available as
required.

1800mm

Optional Steel
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manhole covers
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e 7 > = 110mm Outlet

|
|
|
|
|
|
|
2100mm

il
il
||l
|l!
il
!
Il
1700mm

FlA.

PIA-SR66-1603-1031 Page 4 of 4




